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VIDEO CABLES  

Component Video  

Silver Serpent® REFERENCE Component Video Cable (RE F3-CHAN 
Series) 

 
 

Our flagship REFERENCE Component Video Cable! 
 
Made in the USA! As with all of our cables, the Silver Serpent® REFERENCE 
Component Video Cable is engineered for video excellence. Installers have used our 
Silver Serpent® REFERENCE cable in critical installations with nothing but high praise 
for this cable. This is a FUTURE-PROOF, extremely high bandwidth (3.0 GHz) multi-
channel cable for the most demanding situations. High-definition TV, progressive-scan 
DVD, plasma displays, and projectors deliver eye-popping pictures like never before.  
Like the other Silver Serpent® cables, this component video cable features SOLID 
99.999% pure silver coated copper conductors, unparalleled impedance tolerance (75-
ohm + or - 1.5-ohm) and terminated with precision 75-ohm RCAs (or 75-ohm BNCs).  
 
The Silver Serpent® REFERENCE Component Video Cable is NEC CMR fire-rated. 
The combination of timing, low-attenuation, low-SRL makes this a world-class 
component video cable with no equal at ANY PRICE. 

 
Silver Serpent® Component Video Cable Technical Information 

* 75-ohm (+ or - 1.5 ohm) - tightest tolerance in the industry. 
* Solid-core silver-coated conductors. 

* 500% larger conductor than our previous standard component video cable. 
* Swept-tested over 3 Ghz bandwidth. 
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* Low 16.2 pF/ft capacitance. 
* CMR rated for in-wall use. 

* Gold-plated corrosion-resistant 75-ohm RCAs or BNC connectors. 
* Nitrogen-injected HDPE dielectric insulation. 

* Shielded with combination 100% foil and braided shield to protect against RFI and 
EMI. 

 
Available in the following standard lengths: 1 meter (3.28 feet), 2 meter (6.56 feet), 3 
meter (9.84 feet), 5 meter (16.40 feet), 8 meter (26.24 feet), 12 meter (39.36 feet), 15 
meter (49.20 feet), 23 meter (75.44 feet), 31 meter (101.68 feet).  Custom lengths are 
available. 
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Silver Serpent® S-Video Cable (7000 Series) 

       
 

Made in the USA! For the ultimate in S-Video (S-VHS, Y/C) performance, we are proud 
to offer our Silver Serpent® S-Video cable. The Silver Serpent® S-video Cable offers an 
outstanding low-loss connection for DVD players, satellite TV receivers, televisions and 
any device using the standard 4-pin S-Video connection. Our Silver Serpent® S-Video 
Cable delivers excellent color, contrast, picture detail and black levels on both short and 
long runs. 
 
The Silver Serpent® S-Video cable features twin 99.999% pure Silver coated copper 
conductors (7X38), hard-cell high-density foam PE dielectric and dual-shielding for 
outstanding RF and EMI interference protection. The nominal impedance is 75-ohms and 
its low-capacitance is 17.3 pF per ft. 
 
S-video distance is limited by the design of the system. So, to get the maximum out of a 
"minimal" system you need the highest quality cable, such as this BetterCables® design. 
S-video requires two 75 ohm coaxes. Many S-video cables are not 75 ohms. This 
impedance 'mismatch' contributes to loss on the cable. This is often referred to as return 
loss where the signal is reflected or returned to the source instead of the destination. 
BetterCables® design guarantees a cable of 75 ohm +/- 5 ohms. In addition, timing 
between the two internal coaxes (variations of electrical cable length), are better than 5 
nanoseconds per 100 ft. This means vanishingly low timing variations. 
 

S-Video Cable Technical Information 
* 75-ohm twin coaxes. 

* Silver-coated conductors. 
* Low 17.3 pF/ft capacitance. 

* Gold-plated, corrosion-resistant, 4-pin s-video connectors. 
* Nitrogen-injected HDPE dielectric insulation. 

* Shielded with combination 100% foil and braided shield to protect against RFI and 
EMI. 
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The combination of timing, low-attenuation, low-SRL makes this a world-class S-video 
cable with no equal at ANY PRICE. 
 
Available in the following standard lengths: 1 meter (3.28 feet), 2 meter (6.56 feet), 3 
meter (9.84 feet), 5 meter (16.40 feet), 8 meter (26.24 feet), 12 meter (39.36 feet), 15 
meter (49.20 feet).  Custom lengths are available. 
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VGA & VGA Breakout Cables 

Silver Serpent® VGA Cable (5000 Series) 
 

�
 
  

Made in the USA!  Engineered for video excellence.  Our Silver Serpent® VGA cables 
are suitable for critical and long runs – even with HDTV signals. Perfect for HDTV, 
Home Theater PCs, video scalers and any situation where signal quality should not be 
compromised. This cable enables your equipment to reproduce the best color saturation, 
black level and detail possible.  
 
The cable features five 75-ohm Solid 99.999% pure Silver coated copper center 
conductors, hard-cell high-density foam PE insulation, 78 percent velocity of 
propagation, low 17.3 pF per ft capacitance, and triple shielding for unmatched RF and 
EMI interference protection. This cable is also NEC CL2 rated for in-wall use. 
 
Compare this to many RGB cables which don't specify timing, or where the constituent 
cables are not even close to 75 ohms. This cable also features a 90% braid and 100% foil 
shield. This gives the user maximum protection from outside interference. This can be 
especially helpful where these cables are used with VGA devices, which runs at very 
high frequencies, often 100 MHz, 200 MHz or even higher. Inexpensive RGB cables 
often have only a low-coverage braid shield, minimally effective at low frequencies 
(below 50 MHz). 
 

Silver Serpent® VGA Cable Technical Information 
* NEC CL-2 rated for in-wall use. 

* Five 75-ohm internal coaxes. 
* Silver-coated conductors. 

* Low 17.3 pF/ft capacitance. 
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* Gold-plated, corrosion-resistant, pins on hd15 connectors. 
* Nitrogen-injected HDPE dielectric insulation. 

* Triple-shielded with combination 100% foil and braided shield to protect against RFI 
and EMI. 

 
Available in the following standard lengths: 1 meter (3.28 feet), 2 meter (6.56 feet), 3 
meter (9.84 feet), 5 meter (16.40 feet), 8 meter (26.24 feet), 12 meter (39.36 feet), 15 
meter (49.20 feet). Custom lengths are available. 



BetterCables® 2008 Product Catalog 
 

© 2008 – Better Cables LLC 
Revision Date: 4/3/08 

10 

Silver Serpent® VGA Breakout Cable (5000 Series) 
 

       �
 
Made in the USA!  Our Silver Serpent® VGA Breakout cables are engineered for video 
excellence. The Silver Serpent® VGA Breakout cables are suitable for critical and long 
runs– even with HDTV signals. Perfect for HDTV, Home Theater PCs, video scalers and 
any situation where signal quality should not be compromised. This cable enables your 
equipment to reproduce the best color saturation, black level and detail possible.  
 
The cable features five 75-ohm SOLID 99.999% pure Silver coated copper center 
conductors, hard-cell high-density foam PE insulation, 78 percent velocity of 
propagation, low 17.3 pF per ft capacitance, and triple shielding for unmatched RF and 
EMI interference protection. This cable is also NEC CL2 rated for in-wall use. 
BREAKOUT TO BNC OR RCA CONNECTORS 
 
Compare this to many VGA cables which don't specify timing, or where the constituent 
cables are not even close to 75 ohms. This cable also features a 90% braid and 100% foil 
shield. This gives the user maximum protection from outside interference. This can be 
especially helpful where these cables are used with VGA devices, which runs at very 
high frequencies, often 100 MHz, 200 MHz or even higher. Inexpensive VGA cables 
often have only a low-coverage braid shield, minimally effective at low frequencies 
(below 50 MHz). 
 
Available in the following standard lengths: 1 meter (3.28 feet), 2 meter (6.56 feet), 3 
meter (9.84 feet), 5 meter (16.40 feet), 8 meter (26.24 feet), 12 meter (39.36 feet), 15 
meter (49.20 feet).  Custom lengths are available.   
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Silver Serpent® Composite Video Cable (6000 Series)  
 

 �
 

Made in the USA!  Composite video requires a very special cable design to be fully 
realized. Such a cable must be low loss, low capacitance, and very stable in impedance to 
deliver these signal parts to the destination device, such as a video monitor. 
 
Bettercables® design starts with a solid 99.999% pure Silver coated copper conductor 
specially drawn for great precision at the required diameter (18 AWG). This large 
conductor allows low-frequency signal, such as baseband video from a VCR, for extra 
long runs with very low loss. Next, the conductor has a dielectric (insulation) extruded of 
Nitrogen gas-injected foam. This provides the lowest capacitance (16.2 pF/ft) and the 
highest velocity (83% the speed of light) and surpasses most professional broadcast 
coaxes. 
 
Finally a combination braid-foil shield is applied. This includes a 95% coverage braid, as 
high as can be manufactured, with a 100% foil shield. This combination of low and high-
frequency shielding makes this cable ideal from DC to 3 GHz. This range covers all 
video applications, including CATV/broadband, and even DSS satellite applications. A 
rugged PVC jacket covers the cable. The Silver Serpent® Composite Video Cable is truly 
the top-of-the-line for video and RF distribution as well as SDI applications. This is a true 
75-ohm cable (plus or minus 1.5 ohms) with impedance-matched connectors. 
 

Silver Serpent® Composite Video Cable Technical Information 
* 75-ohm (+ or - 1.5 ohm) - tightest tolerance in the industry. 

* Solid-core silver-coated conductors. 
* Swept-tested over 3 Ghz bandwidth. 

* Low 16.2 pF/ft capacitance. 
* CMR rated for in-wall use. 

* Gold-plated corrosion-resistant 75-ohm RCAs or BNC connectors. 
* Nitrogen-injected HDPE dielectric insulation. 
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* Shielded with combination 100% foil and braided shield to protect against RFI and 
EMI. 

 
Available in the following standard lengths: 1 meter (3.28 feet), 2 meter (6.56 feet), 3 
meter (9.84 feet), 5 meter (16.40 feet), 8 meter (26.24 feet), 12 meter (39.36 feet), 15 
meter (49.20 feet).  Custom lengths are available.   
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ANALOG AUDIO CABLES 

RCA (unbalanced) Audio 

Silver Serpent® II Audio Interconnect (SSAIP & SSAI S Series) 

  
Our flagship REFERENCE Audio Interconnect! 

 
Eichmann Bullet Plug RCAs 
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Available in stereo pair or single cable, this is our best sounding audio interconnect to 
date. Our Silver Serpent® II is an outstanding Silver-Copper hybrid analog interconnect 
that is sonically revealing without the harshness associated with most pure silver 
interconnects. Silky-smooth audio using our advanced precision conductors and industry-
low capacitance measurements. This audio cable is a dual conductor, twisted pair 
configuration. It features 99.999% pure silver coated conductors. 
 

Silver Serpent II Audio Cable Technical Information 
* Features the amazing Eichmann Bullet Plug RCAs.   

* Stranded-core silver-coated conductors. 
* Low 13 pF/ft capacitance. 

* Nitrogen-injected hard-cell insulation. 
 
The hybrid construction gives all of the sonic benefits of silver (dynamic high 
frequencies) and all of the sonic benefits of copper (deep, tight bass response). The 
combination of silver, low-attenuation, and top-notch quality insulation makes this a 
world-class audio cable with no equal at ANY PRICE. 
 
The Silver Serpent® II interconnects come standard with Bullet Plug® RCA 
termination. Available in the following standard lengths: 1 meter (3.28 feet), 2 meter 
(6.56 feet), 3 meter (9.84 feet), 5 meter (16.40 feet), 8 meter (26.24 feet), 12 meter 
(39.36 feet), 15 meter (49.20 feet).  Custom lengths are available. 
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Silver Serpent® Subwoofer Cable (1000 Series) 
 

�   
 
Made in the USA! Designed to deliver heart-pounding bass to your subwoofer. This cable 
is the "cable of choice" for all of SV Subwoofer's line of great subwoofers. Our newest 
member in our Silver Serpent family of high-performance audio/video cables. 
 

Silver Serpent Subwoofer Cable Technical Information 
* Stranded-core silver-coated conductors. 

* Less than 17 pF/ft capacitance. 
* Gas-injected PE insulation. 

* Less than .3 db attenuation per 100 feet. 
* 75-ohm impedance. 

* Highly flexible, yet rugged outer jack. 
 
This is an outstanding 99.999% pure silver coated hybrid analog subwoofer interconnect, 
that is sonically revealing without the harshness associated with most pure silver 
interconnects. Bare copper braid shield has 95% coverage and the center conductor is 
pure silver-coated copper. 
 
The combination of silver, low-attenuation, and top-notch quality insulation makes this a 
world-class subwoofer cable with no equal at ANY PRICE. 
The Silver Serpent subwoofer cables are available in the following standard lengths: 
1 meter (3.28 feet), 2 meter (6.56 feet), 3 meter (9.84 feet), 5 meter (16.40 feet), 8 
meter (26.24 feet), 12 meter (39.36 feet), 15 meter (49.20 feet).  Custom lengths are 
available. 
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 BALANCED AUDIO CABLES 

Silver Serpent® II Balanced (XLR) Cable (SSXLRP & S SXLRS Series) 
 

   
 

Our new flagship REFERENCE Balanced Interconnect! 
 
Made in the USA! Available in stereo pair or single cable.  Silky-smooth audio using our 
advanced precision conductors and industry-low capacitance measurements. This audio 
cable is a dual conductor, twisted pair configuration. It features 99.999% pure silver 
coated conductors. Balanced lines are the preferred method (for hum free) 
interconnecting of sound systems using a shielded twisted-pair. The principal behind 
balanced lines is that the signal is transmitted over one wire and received back on another 
wire. The shield does not carry any information, thus it is free to function as a true shield. 
This circuit's shining virtue is its great common-mode noise rejection ability. The concept 
here relies on induced noise showing up equally (or common) on each wire. It is mainly 
due to EMI (electromagnetic interference: passing through or near magnetic fields), RFI 
(radio frequency interference: strong broadcast signals), noisy ground references, or a 
combination of all three. Our Silver Serpent II XLR cables exhibit exactly equal 
impedance from each line relative to ground, guaranteeing equal noise susceptibility. 
Since the balanced input stage amplifies only the difference between the lines, it rejects 
everything else (noise) that is common to the lines. 
 

Silver Serpent II XLR Audio Cable Technical Information 
* Features Neutrik Gold Male to Female XLR connectors. 

* Stranded-core silver-coated conductors. 
* Low 13 pF/ft capacitance. 

* Nitrogen-injected hard-cell insulation. 
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The hybrid construction gives all of the sonic benefits of silver (dynamic high 
frequencies) and all of the sonic benefits of copper (deep, tight bass response). 
 
Available in the following standard lengths: 1 meter (3.28 feet), 2 meter (6.56 feet), 3 
meter (9.84 feet), 5 meter (16.40 feet), 8 meter (26.24 feet), 12 meter (39.36 feet), 15 
meter (49.20 feet). 
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SPEAKER CABLES 

Premium III Speaker Cable (PREM3P & PREM3S Series) 

  
 

Our new REFERENCE Speaker Cable! 
 
Looking for truth in high fidelity audio playback? Look no further than our new Premium 
III speaker cables! Our newest speaker cable - and the most affordable speaker cable we 
have ever made.  The configuration is quad, high-purity stranded copper conductors and 
the best silver/rhodium spades or banana plugs available.  Great for home theater (multi-
channel) or home audio (2-channel) listening.  The quality meets or exceeds the 
performance of "high-end" speaker cable costing much more.  The combination of low 
capacitance and low conductor DC resistance works well with all speaker/amp 
combinations. 

Premium III Speaker Cable Technical Information 
* Choice of silver-rhodium spades or banana plugs. 

* Available in bi-wire configuration (2 conductors on amp side and 4 on the speaker 
side). 

* Quad stranded copper conductors. 
* C (UL) Flame Test FT4. 

* Low 33.2 pF/ft capacitance. 
* Durable, abrasion-resistant outer mesh covering. 

 
A reference speaker cable to offer the highest level of detail.  We proudly offer the 
BetterCables.com Premium III Speaker Cable. This cable represents the culmination of 
our long hours in the listening rooms. Composed of quad 16AWG, helically-wound, 
stranded copper conductors. Each conductor is individually insulated. Available as 
straight-through (2 conductors to 2 conductors) or as a 2 conductor to 4 conductor bi-wire 
configuration. The cable is small in diameter, flexible, and sounds amazing. 
 
Options for termination include silver rhodium spades and silver rhodium banana plugs 
that we have custom manufactured for us. The spades are a solid copper plated with a 
layer of silver and rhodium. The banana plugs are a high copper content machined brass 
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plated with silver and rhodium. Both are a low mass design and rank among the best 
connectors available at any price. 
 
The cable is small in diameter, flexible, and sounds amazing. 
 
Options for termination include silver rhodium spades and silver rhodium banana plugs 
that we have custom manufactured for us. The spades are a solid copper plated with a 
layer of silver and rhodium. The banana plugs are a high copper content machined brass 
plated with silver and rhodium. Both are a low mass design and rank among the best 
connectors available at any price.  
 
Available in the following standard lengths: 3 meter (9.84 feet), 5 meter (16.40 feet), 
8 meter (26.24 feet), 12 meter (39.36 feet), 15 meter (49.20 feet).  Custom lengths are 
available. 
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DIGITAL AUDIO CABLES 

Silver Serpent® Digital Coax (6000 Series) 
 

�  
 
Made in the USA!  If you are looking for the state-of-the-art in digital audio performance, 
look no further than our Silver Serpent® Digital Coax. After months of development, we 
are proud to announce our flagship digital coax. This cable is capable of extremely high 
datarates and was designed for serial digital data transmission with minimal Structural 
Return Loss. Perfect for DVD digital audio to a Dolby Digital/DTS processor or outboard 
DACs. 
 
This cable is capable of extremely high data rates (even SDI) and was designed for serial 
digital data transmission with minimal Structural Return Loss. This cable is perfectly 
suited for SPDIF (digital audio) and will compare favorably to ANY digital cable on the 
market-AND WE GUARANTEE IT. 
 
Features: 75-ohm 18 AWG Solid 99.999% pure Silver coated copper center conductor 
with advanced Nitrogen-injected Foam HDPE Insulation. Dual shield (100 percent foil, 
95 percent braid). Low-Capacitance (16.2 pF per Ft.) and Nominal Velocity of 
Propagation 82 percent. This cable NEC CMR rated for in-wall use. 
 
 
 

Digital Coax Cable Technical Information 
* 75-ohm (+ or - 1.5 ohm) - tightest tolerance in the industry. 

* Solid-core silver-coated conductors. 
* Swept-tested over 3 Ghz bandwidth. 

* Low 16.2 pF/ft capacitance. 
* CMR rated for in-wall use. 

* Gold-plated corrosion-resistant 75-ohm RCAs or BNC connectors. 
* Nitrogen-injected HDPE dielectric insulation. 
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* Shielded with combination 100% foil and braided shield to protect against RFI and 
EMI. 

 
Available in the following standard lengths: 1 meter (3.28 feet), 2 meter (6.56 feet), 3 
meter (9.84 feet), 5 meter (16.40 feet), 8 meter (26.24 feet), 12 meter (39.36 feet), 15 
meter (49.20 feet).   
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Premium Toslink (Optical) Cable (2400 Series) 
 

  
 
These Premium Optical (Toslink) cables are used for digital audio (SPDIF) connections 
(dvd, receiver, satellite, laser disc).  Toslink optical cable (also known as EIA-J) is a fiber 
optic digital audio cable that carries digital audio data in the form of light pulses, rather 
than using electricity. This optical cable can eliminate some of the distortions caused by 
imperfections of inductance, capacitance and resistance in some copper based cables. 
Toslink optical cables can be use with digital Audio inputs and/or outputs are common on 
many newer Dolby Digital and DTS surround sound receivers, DVD players, CD players, 
cable boxes, MP3 and DAT recorders, outboard AD/DA Converters and satellite dish 
receivers. The Premium Toslink optical cable is compatible with all S/PDIF, ADAT's, 
and Dolby Digital or DTS audio devices that use the Toslink interface. 
 

Premium Toslink Technical Information 
* Gold-plated connectors 

* Application light wavelength 655 + or - 30 nm 
* Attenuation less than or equal to 0.25 dB per meter 

* Bend Radius greater than or equal to 17 mm 
* Connection loss less than or equal to 0.5 dB 

 
Our optical cable is designed to provide outstanding low-loss, low-jitter performance 
while overcoming the usual limitations of cheaper fiber-optic cables. However, given the 
choice, you should use our Silver Serpent® Digital Coax in lieu of the Toslink cable 
when given the choice. The Toslink connection is considered a “lesser” connection type 
than a good Digital Coax. 
 
Our unique all-metal connector and ultra-thick cable jacket significantly improves the 
cable's durability and strength. Also, the all-metal connectors ensure a tight connection 
every time. 
 
Available in the following standard lengths: 1 meter (3.28 feet), 2 meter (6.56 feet), 3 
meter (9.84 feet). 
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DIGITAL VIDEO CABLES 

Display Magic ® DVI-D Cable (DVID Series) 
 

   
 
The new BetterCables® Display Magic® DVI-D Cables offer the highest quality digital 
picture. FULLY HDCP-compliant! DVI-D is an UNCOMPRESSED digital video 
interface used in high-performance equipment. DVI-D provides an interface between any 
DVI-D enabled audio/video source (such as a cable or satellite set-top box, DVD player, 
computer) and DVI-D display. 
 
One thing you will notice that is different about our DVI-D cables is their physically 
large size (compared to our flimsy competitors). This is because in our experience, the 
digital connections benefit from LARGE conductors. Large conductors mean LESS 
resistance! Less resistance means less chance of digital dropouts (click the link on the 
right to see what we mean). With resistance, the lower the measurement, the better. Most 
of the available DVI cables have resistance measurements of 65 to more than 105 ohms 
per 1000 feet. Ours are less than 26 ohms per 1000 feet. That is why with Display 
Magic® DVI Cables, you get a crystal-clear picture and sound at all available lengths.  
This triple-shielded cable features spirally wrapped FAM, 100% Mylar and a copper 
braided shield. It also features ultra-pure copper conductors, nitrogen-injected dielectric 
and maintains precise 100-ohm impedance. 
 
There is no better choice for set-top boxes, plasma displays, pcs, or projectors than the 
BetterCables® DisplayMagic® DVI cable.  
 

DVI-D Cable Technical Information 
* Supports PC resolutions up to 1920X1200 @ 60 Hz. 

* Bandwidth is greater than 5 Gbps. 
* Precise 100-ohm impedance. 

* Gold-plated corrosion-resistant 18+1 DVI-D connectors. 
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* Gas-injected dielectric insulation. 
* Extremely well shielded against RFI and EMI. 

 
The connectors are MALE to MALE. 
 
Available in the following standard lengths: 1 meter (3.28 feet), 2 meter (6.56 feet), 3 
meter (9.84 feet), 5 meter (16.40 feet), 8 meter (26.24 feet), 12 meter (39.36 feet), 15 
meter (49.20 feet). 
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Silver Serpent® REFERENCE 1080P HDMI CABLE (SSHDMI 
Series) 
 

 
 
    * Award-winning - 2006, 2005, and 2004 Perfect Vision Magazine's Editor's Choice 
    * Precision Silver-coated conductors-for maximum signal transfer 
    * Our 3rd Generation HDMI cable - Certified for the latest HDMI 1.3 Specification 
    * Exclusively manufactured to BetterCables exacting specifications. 
    * Instantly improves your home theater experience. 
    * Amazing all-digital connection for clearest possible picture. 
    * Guaranteed to support all HDTV formats (1080p, 1080i, 720p, 480p). 
    * Larger conductors than most HDMI cables. 
    * Supports 8-channel digital audio on same cable. Also supports 6-channel, 96kHz 
audio. 
    * Supports lossless compressed digital audio formats Dolby TrueHD and DTS-HD 
Master Audio. 
    * Support for One Bit Audio format, such as SuperAudio CD's DSD (Direct Stream 
Digital). 
    * Support for "Deep Color" 48-bit, 36-bit, and 30-bit. 
    * Supports new xvYCC color space (1.8 times as many colors as existing HDTV 
signals). 
    * Full support for high-resolution PC video formats-including 2560 X 1400. 
    * Ability for PC sources to use their native RGB color-space while retaining the option 
to support the YCbCr CE color-space. 
    * Supports future low-voltage (i.e., AC-coupled) sources, such as those based on PCI 
Express I/O technology. 
    * Protective Nylon Outer Braid (lengths ½ through 2 meters) 
 
The new BetterCables Silver Serpent Reference 1080p HDMI Cable offers the highest 
quality digital picture and sound available anywhere. We guarantee their performance 
with ALL HDTV resolutions plus 1080p at all of the lengths we offer.  Triple-shielded 
and fully HDCP-compliant.  High-Definition Multimedia Interface (HDMI) is the first 
industry-supported, uncompressed audio/video interface. HDMI provides an interface 
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between any HDMI-enabled audio/video source, such as a cable or satellite set-top box, 
DVD player, A/V receiver, plasma display, HDTV, projector or video monitor.  
 

Silver Serpent Reference 1080p HDMI Cable Technical Information 
* Silver-coated conductors. 

* Triple-shielded - maximum protection against RFI and EMI interference. 
* RoHS Compliant. 

* Certified to the latest HDMI 1.3 specification. 
* Bandwidth is 340 MHz (10.2 Gigabits per second). 

* Precise 100-ohm impedance. 
* 19-pin male / male  Type-A HDMI connectors. 

* Gold-plated corrosion-resistant certified connectors. 
* Gas-injected dielectric insulation. 

* Fully supports CEC control connections. 
 
In addition to silver in the conductors (silver being a better conductor than copper), we 
use larger gauge conductors. Generally speaking, larger conductors mean LESS 
resistance.  Less resistance means less chance of digital dropouts.  With resistance, the 
lower the measurement, the better. Most of the available HDMI cables have resistance 
measurements of 65 to more than 105 ohms per 1000 feet. Our Silver Serpent Reference 
1080p HDMI cables have resistance measurements of less than 26 ohms per 1000 feet.  
But resistance is not the entire reason our Silver Serpent Reference 1080p HDMI cables 
are better.  Resistance does not tell the whole story-which is why you can't simply buy 
the biggest cable you can find.  By itself, buying a cable with larger conductors is not 
better. Other factors such as shielding, impedance tolerances, connector durability, and 
precision of the conductor skew distance greatly affect the quality and performance of the 
HDMI cable.  
 
With the Silver Serpent Reference 1080p HDMI cables, you'll get a crystal-clear picture 
and pristine sound at all available lengths. This is our third generation HDMI cable and 
we have been selling HDMI cables since the original HDMI 1.0 specification. 
 
Available in the following standard lengths: ½ meter (1.56 feet), 1 meter (3.28 feet), 
2 meter (6.56 feet), 3 meter (9.84 feet), 5 meter (16.40 feet), 8 meter (26.24 feet), 10 
meter (32.8 feet), 12 meter (39.36 feet), and 15 meter (49.2 feet). 
  
HDMI, the HDMI logo and High-Definition Multimedia Interface are trademarks or 
registered trademarks of HDMI Licensing LLC. 
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Adapters 

HDMI ->DVI-D 

  
The new BetterCables® Display Magic® HDMI to DVI-D adapter will convert an 
existing HDMI cable (male) and turn it into a DVI-D (male) connection. This is a solidly 
built adapter that will not introduce any signal problems during the conversion. 
INPUT SIDE is a HDMI Female 
OUTPUT SIDE is DVI-D Male 
Part Number: DM-HDMI2DVI 
 

DVI-D -> HDMI 

  
The new BetterCables® Display Magic® DVI-D to HDMI adapter will convert an 
existing DVI-D cable (male) and turn it into a HDMI (male) connection. This is a solidly 
built adapter that will not introduce any signal problems during the conversion. 
INPUT SIDE is a DVI-D Female 
OUTPUT SIDE is HDMI Male 
Part Number: DM-DVI2HDMI 
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Pro Audio 

Reference Guitar Cable (GTR Series) 

�
 
The new BetterCables Reference Guitar cable is the culmination of extensive research in 
how a guitar cable can be made better.  The extremely low capacitance, superior 
shielding and dielectric material, along with the completely silent Neutrik Silent 1/4" 
plugs makes this cable world-class in every respect.  For unmatched clarity of you guitar 
tone, our Reference Guitar cable is the pinnacle of performance.  While we call it a guitar 
cable, it works equally well for other amplified instruments such as an electric bass. 
 

Reference Guitar Cable Technical Information 
* Large 20 AWG stranded-core, pure-copper conductors. 

* Precision, crush-resistant nitrogen-injected, foamed dielectric insulation. 
* Semi-conductive layer for complete noise rejection. 

* Exceptionally well shielded with 95% braided copper shield-much higher coverage 
than average guitar cables-provides complete RF rejection. 

* Neutrik Silent 1/4" connector - completely eliminated "popping" when plugging or 
unplugging guitar to amp. 

* Amazing NBS Low Noise Test Measurement: 5mV - Mechanically induced noise is a 
critical and frequent concern in the use of guitar cords and microphone cables. Generally, 

test readings should be below 15 millivolts for guitar cables. 
* Extremely durable black/red sheathing-will not fray like cloth covers. 

* Flexible outer jacket. 
* RoHS Compliant. 
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BetterCables’ ACCOLADES 

�������������	��
���	�
������
�	�����������	��
���� �����
�����
�����	���
�����	�����	���������������	��
	
�� �
http://www.bettercables.com 

 "The Perfect Vision Magazine Editors' Choice 
Awards recognize the best-performing and highest-va lue components in 
home theater-the creme de la creme."  (Best Video Cables 2006, 2005, and 
2004 The Perfect Vision Magazine)  

�"Whether in our corporate demo room, our custom the ater 
for shows, or in my personal home theater, I trust BetterCables products to 
deliver the best audio and video performance from o ur products" (Jeff 
Talmadge-Marketing Manager, DENON Electronics) �

 (RATED 97 of 100!)  "The Silver Serpent cable provides a very 
smooth, noise-free, and clear picture that compares  very well to even more 
expensive component cables." (Manoj Motwani, DVD Etc. Magazine)  

 "I review the most sophisticated video products ava ilable, and 
BetterCables are the video cables I use!"  (Shane Buettner, Video Technical 
Editor- The Perfect Vision)  

 "BetterCables.com makes the best video cables I've u sed, 
BAR NONE!" (Patrick J. Megenity, Stereophile Guide to Home The ater)   

 "Our Favorite Web Brand"  (December 2001, Playboy Magazine)  

 "If you're an audiophile or video fanatic, you'll h ave 
to try Silver Serpent® cables for yourself." (Smart Computing Magazine)  


